
The values and notes in this booklet are indicative, 
please refer to the technical data sheet of the product.  
Cover picture: crebonit archive, all rights reserved! 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

CREBOMIX UP48 UHS 
ULTRA HIGH SOLID PIGMENT PASTES  
 

 



  CREBOMIX UP48 UHS 
     ULTRA HIGH SOLID & LOW VOC PIGMENT PASTES 

 

The spoken and written information are recommendations based on our present state of knowledge and on current laws, which intend to inform the buyer. They do not release the buyer from testing the 
product regarding suitability and for application. We guarantee impeccable quality within our general terms and conditions. The CREBONIT GROUP shall not be liable for defects where the application of the 
product was not in accordance with the specifications and recommendations given by CREBONIT GROUP. Herewith all previous product data sheets loose validity. If there is any inconsistency between 
different language issues of the present document, the English version of the Data sheet will prevail. 

 

 

 

 

 

GENERAL SPECIFICATION: ADD-ON CHARACTERISTICS: 
  

 Multi-Resin-Use 
Can be used with Alkyd, Acrylate, Polyester, 
Polyurethane, Epoxy, Epoxy Ester and PVB 
resin combinations 

 Extremely low VOC content 
 Adjusted for volumetric and gravimetric 

dosing over own machines 
 VOC Compliant in accordance with REACH 

and DECOPAINT 
 Free of aromatic solvents 
 Storage time up to 36 months in original 

packing 
 Wide range of colours (up to 25.000) in 

CREBOMIX © Software, provided by 
Crebonit. 

 

 All UV Stable automotive standard pigments 
in system 

 Usable for interior and exterior applications 
 No odour in higher concentrations  
 Excellent weather and mechanical properties 

in all systems 
 Only 18  colouring pastes cover the full range 

of colours 
 Extreme high pigment concentration 

guarantee high coverage and low usage 
 Cost to use optimized 

 

 

Number Name Function Colourshade CY Density DPC  
UP48/1608C CREBOMIX 08 Matting agent transparent n.r. 1,29 n.r. 
UP48/1610C CREBOMIX 10 1C converter Clear n.r. 1,01 n.r. 
UP48/1611C CREBOMIX 11 Pigment Oxyd yellow PY 42 1,62 50 % 
UP48/1613C CREBOMIX 13 Pigment Yellow I PY 74 1,17 23 % 
UP48/1614C CREBOMIX 14 Pigment Yellow II PY 138 1,11 27 % 
UP48/1617C CREBOMIX 17 Pigment Honey yellow PY 83 1,12 23 % 
UP48/1618C CREBOMIX 18 Pigment Oxyd yellow II PY 42 1,62 50 % 
UP48/1619C CREBOMIX 19 Pigment Yellow IV PY 154 1,21 40 % 
UP48/1622C CREBOMIX 22 Pigment Clean orange PO 67 1,22 27 % 
UP48/1633C CREBOMIX 33 Pigment Oxyd red PR 101 2,01 60 % 
UP48/1635C CREBOMIX 35 Pigment Perm. Red PR 254 1,14 27 % 
UP48/1642C CREBOMIX 42 Pigment Rosa E PR 122 1,13 19 % 
UP48/1644C CREBOMIX 44 Pigment Violet PV 23 1,14 10 % 
UP48/1652C CREBOMIX 52 Pigment Blue I PB 15:6 1,24 22 % 
UP48/1653C CREBOMIX 53 Pigment Blue II PB 15:3 1,11 27 % 
UP48/1661C CREBOMIX 61 Pigment Clean green PG 7 1,13 22 % 
UP48/1662C CREBOMIX 62 Pigment Oxydgreen PG 17 1,94 64 % 
UP48/1690C CREBOMIX 90 Pigment White economy PW 6 1,87 40 % 
UP48/1691C CREBOMIX 91 Pigment White premium PW 6 2,02 67 % 
UP48/1692C CREBOMIX 92 Pigment White automotive PW 6 2,04 67 % 
UP48/1695C CREBOMIX 95 Pigment Black PBk 7 1,09 22 % 
UP48/1697C CREBOMIX 97 Pigment Deep black PBk 7 1,11 16 % 
 

CY – Pigmentation / Colour Index code 

DPC – Dry Pigment concentration  

 

 


